


San Joaquin Valley
Air Pollution Control District

PERMIT UNIT: N-767-91-1 EXPIRATION DATE: 11/30/2019

EQUIPMENT DESCRIPTION:

FERTILIZER TABLET PRODUCTS MANUFACTURING AND PACKAGING OPERATION CONSISTING OF A
PNEUMATIC TRUCK FERTILIZER PELLETS RECEIVING SYSTEM WITH A 1,884 CU.FT. STORAGE SILO (4933-TK-
101) VENTED TO A CYCLONAIRE MODEL 36-DCC-16 VENT FILTER (4933-S-103), PRATER MODEL MM-5 MEGA
MILL HAMMERMILL (4933-M-101) AND 5 CU.FT. PRODUCT HOPPER (4933-TK-103) SERVED BY A VACUUM
CONVEYOR VENTED TO A CYCLONAIRE MODEL 36-VRC-8 VENT FILTER (4933-J-111), 15 CU.FT. WAX BLENDER,
ENCLOSED SCOTT TENDER BLEND MIXER (4933-M-103), ELIZABETH SCHEU & KNISS SENTRY-23 STATION
TABLET PRESS (4933-J-105) SERVED BY A SHARED BAGHOUSE (4931-S-120). THE BAGHOUSE IS LOCATED AT
WAREHOUSE #7 AND IS SHARED WITH PERMIT UNITS N-767-60, N-767-61, AND N-767-76.

PERMIT UNIT REQUIREMENTS

1. The pulse jet baghouse (4931-S-120) of warehouse #7 is shared by these permit units: N-767-60, N-767-61, N-767-76,
and N-767-91. [District Rule 2201] Federally Enforceable Through Title V Permit

2. Particulate matter emissions shall not exceed 0.1 grains/dscf in concentration. [District Rule 4201]

3. Each vent filter and baghouse shall be equipped with a pressure differential gauge to indicate the pressure drop across
the filters. The gauge shall be maintained in good working condition at all times and shall be located in an easily
accessible location. [District Rule 2201] Federally Enforceable Through Title V Permit

4.  When the equipment is operating, the vent filters (4933-S-103 and 4933-J-111) and baghouse (4931-S-120) shall
operate at all times with a minimum differential pressure of 1 inches water column and a maximum differential
pressure of 5 inches water column. During each day of operation, the permittee shall record the differential pressure of
each vent filter and baghouse and compare the readings with the permitted ranges. If the differential pressure falls
outside the permitted range, the permittee shall take all necessary steps to return the differential pressure to within the
permitted range as soon as possible, but no longer than three hours after detection. If the differential pressure cannot be
returned within the permitted range after three hours of operation following detection, the permittee shall notify the
District within the following one hour and take one of the following actions: (1). Shut the operation down and make all
necessary repairs to bring the differential pressure back to within the permitted range; (2). Conduct a certified source
test within 60 days of the first exceedance to demonstrate that the unit is in compliance with all applicable particulate
matter emission limits at the new differential pressure per District approved testing protocol. If this option is chosen
the operator must submit an application to modify the permit to include the new differential pressure range; (3). In lieu
of conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. [District Rule 2201] Federally Enforceable Through Title V Permit

5. Replacement bags numbering at least 10% of the total number of filters in the vent filter and baghouse using each type
of filter shall be maintained on the premises. [District Rule 2201] Federally Enforceable Through Title V Permit

6. Material removed from each vent filter and baghouse shall be disposed of in a manner preventing entrainment into the
atmosphere. [District Rule 2201] Federally Enforceable Through Title V Permit

7. Visible emissions from the exhaust of the vent filters shall not equal or exceed 5% opacity for a period or periods
aggregating more than three minutes in any one hour. [District Rule 2201] Federally Enforceable Through Title V
Permit

PERMIT UNIT REQUIREMENTS CONTINUE ON NEXT PAGE
These terms and conditions are part of the Facility-wide Permit to Operate.
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8.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

There shall be no visible emissions from the shared baghouse (4931-S-120), and the associated ducting system.
[District Rule 2201] Federally Enforceable Through Title V Permit

All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize
emissions of air contaminants into the atmosphere. [District Rule 2201] Federally Enforceable Through Title V Permit

The total quantity of fertilizer tablet products produced and packaged shall not exceed 8.64 tons in any one day and
3,154 tons in a rolling 12-consecutive month period. [District Rule 2201] Federally Enforceable Through Title V
Permit

PM10 emissions from the manufacturing and packaging of the fertilizer tablet products shall not exceed 0.04 pounds
per ton of fertilizer tablets produced. [District Rule 2201] Federally Enforceable Through Title V Permit

The permittee shall maintain daily records of the quantity of fertilizer tablet products produced (in tons/day). [District
Rule 2201] Federally Enforceable Through Title V Permit

The permittee shall maintain records, on a rolling 12-consecutive month period, of the quantity of fertilizer tablets
products produced (in tons). The records shall be updated at least monthly. [District Rule 2201] Federally Enforceable
Through Title V Permit

Each vent filter and baghouse cleaning frequency and duration shall be adjusted to optimize the control efficiency.
[District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall perform a complete inspection of each vent filter and baghouse and its components on an annual basis.
Baghouses filters shall be inspected thoroughly for tears, scuffs, abrasions, holes, or any evidence of particulate matter
breakthrough and shall be replaced as needed. [District Rule 2201] Federally Enforceable Through Title V Permit

Records of vent filter and baghouse maintenance, inspections, and repair shall be maintained. The records shall include
identification of the equipment, date of inspection, corrective action taken, and identification of the individual
performing the inspection. [District Rule 2201] Federally Enforceable Through Title V Permit

All records shall be retained on-site for a period of five years and be made available for District inspection upon
request. [District Rules 1070 and 2201] Federally Enforceable Through Title V Permit

The shared baghouse (4931-S-120) exhaust shall have no visible emissions. Visible emissions from the shared
baghouse (4931-S-120) shall be evaluated using EPA method 22 for a period of at least 6 minutes at least once during
each day the baghouse is operated. If any visible emissions from the baghouse are observed, corrective action shall be
taken to eliminate the visible emissions as soon as possible. [District Rule 2201] Federally Enforceable Through Title
V Permit

Particulate matter emissions shall not exceed the hourly rate as calculated in District Rule 4202 using the equation E =
3.59xP"0.62; P is less than or equal to 30 tons per hour, or E = 17.31xP*0.16; P is greater than 30 tons per hour.
[District Rule 4202] Federally Enforceable Through Title V Permit

These terms and conditions are part of the Facility-wide Permit to Operate.

Facility Name: J R SIMPLOT COMPANY

Location: 16777 S. HOWLAND ROAD,LATHROP, CA 95330
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Detailed Summary List of Facility Permits




SJVUAPCD
NORTHERN

Detailed Facility Report

5/11/21

For Facility=767 and excluding Deleted Permits 2:33 pm
Sorted by Facility Name and Permit Number

J R SIMPLOT COMPANY
16777 S HOWLAND RD
LATHROP, CA 95330

FAC #

STATUS:
TELEPHONE:

N 767
A
2098582511

TYPE: TitleV EXPIRE ON: 11/30/2019
TOXIC ID: 20653 AREA: 302 /302
INSP. DATE: 05/21

PERMIT NUMBER FEE DESCRIPTION

FEE RULE

QTY

FEE
AMOUNT

FEE
TOTAL

PERMIT
STATUS

EQUIPMENT DESCRIPTION

N-767-1-14

N-767-2-5

N-767-3-5

N-767-6-30

N-767-9-22

N-767-11-13

N-767-13-6

Total Electric Motors: 411 hp

Total Electric Motors: 17.5 hp
5,000 Gallons

40 MMBtu/hr Dryer

Total Electric Motors: 1,765 hp

Total Electric Motors: 630 hp

Total Electric Motors: 81.75 hp

3020-01 F

3020-01 A

3020-05 A

3020-02 H

3020-01 H

3020-01 F

3020-01C

1

731.00

107.00
91.00

1,238.00

1,238.00

731.00

239.00

731.00

107.00
91.00

1,238.00

1,238.00

731.00

239.00

A

A

A

A

AMMONIUM SULFATE PLANT CONSISTING OF AN AMMONIUM
SULFATE SATURATOR/CRYSTALLIZER, CENTRIFUGE SYSTEM,
SLURRY TANKS, FINES DILUTION OPERATION, AND A RECLAIM TANK
ALL VENTED TO A SCRUBBER (4913-S-103)

AMMONIUM SULFATE PLANT, FINES HANDLING SYSTEM.
AMMONIUM SULFATE PLANT, OVERSIZE HANDLING SYSTEM.

FERTILIZER PELLET PLANT DRYING, COOLING, AND FINISHING
OPERATIONS CONSISTING OF A 40 MMBTU/HR DIRECT FIRED PELLET
DRYER (4911-D-101) WITH A URS CORP RMB-40-G ULTRA LOW NOX
BURNER (S/N 1108001), AN ALTERNATIVE 10 MMBTU/HR POWER
FLAME MODEL NOVA PLUS ULTRA LOW NOX BURNER, A LUMP
BREAKER (4911-M-109), SCREENING SYSTEM, POLISHING SCREEN
(4911-S-130), POTASH ADDITION SYSTEM, OVERSIZED MILLING
SYSTEM, COOLER ELEVATOR (4911-G-144), AND FLOW RECYCLING
SYSTEM. THE OVERSIZE MILLING SYSTEM IS UPSTREAM OF THE
FLOW RECYCLING SYSTEM AND THE SOLEX COLUMN COOLER ARE
ALL SERVED BY AN ICA BAGHOUSE (4911-S-111) VENTED INTO THE
PELLET DRYER. THE PELLET DRYER, COOLER ELEVATOR, CLAY
MIXER ELEVATOR, LUMP BREAKER, SCREENING SYSTEM, AND
POTASH ADDITION SYSTEM ARE SERVED BY AN OFF-GAS BAGHOUSE
(4911-S-115) IN SERIES WITH AN AMMONIA SCRUBBER SYSTEM (4911-
S-120 & 4911-S-108) AND A MIST ELIMINATOR (4911-S-112).

SULFURIC ACID PRODUCTION PLANT CONSISTING OF A SULFUR
FURNACE, TWO CONVERTERS, SIX WASTE HEAT RECOVERY
BOILERS, A DRYING TOWER WITH AN ENTRAINMENT SEPARATOR, AN
INTERSTAGE ABSORPTION TOWER WITH A MIST ELIMINATOR, A
FINAL TOWER WITH A MIST ELIMINATOR, 15.0 MMBTU/HR ZEECO USA
LLC MODEL GB-8 NATURAL GAS-FIRED FURNACE IGNITER BURNER
(4919-H-304), AND ASSOCIATED EQUIPMENT.

FERTILIZER PELLET PLANT CONSISTING OF A ROTARY DRUM
GRANULATOR (4911-M-101) VENTED TO A HEIL SCRUBBER (4911-S-
106), A SCRUBBER MIST ELIMINATOR (4911-S-105), A SCRUBBER
CONDENSER (4911-S-107), AND A SCRUBBER CONDENSER MIST
ELIMINATOR (4911-S-103).

WAREHOUSE #1: SOUTHEAST TRUCK LOADOUT OPERATION WITH A
SHAKER SCREEN (4930-S-109), BULK LOADOUT ELEVATOR (4930-G-
114), LUMP BREAKER HOPPER (4930-TK-224), AND TWO LOADOUT
SPOUTS. ALL EQUIPMENT EXCEPT THE LOADOUT SPOUTS IS
VENTED TO A J.R. SIMPLOT BAGHOUSE (4930-S-115). THIS
BAGHOUSE IS SHARED WITH PERMIT UNITS N-767-14 AND N-767-70.



SJVUAPCD Detailed Facility Report 5/11/21

NORTHERN For Facility=767 and excluding Deleted Permits 2:33 pm
Sorted by Facility Name and Permit Number
FEE FEE PERMIT
PERMIT NUMBER _FEE DESCRIPTION FEE RULE Qry AMOUNT TOTAL STATUS  EQUIPMENT DESCRIPTION
N-767-14-7 Total Electric Motors: 103.5 hp 3020-01 D 1 379.00 379.00 A FEED GRADE LINE WITH A RECEIVING HOPPER (4930-TK-123),

VARIOUS CONVEYORS (4930-G-141, 4930-G-142, 4931-G-138, AND 4930-
G-137), A SCREEN (4930-S-118), AND AN ELEVATOR (4930-G-133) ALL
SERVED BY A J.R. SIMPLOT BAGHOUSE (4930-S-115), WHICH IS
SHARED BY PERMIT UNITS N-767-13 AND N-767-70; AND A TRUCK
LOADOUT OPERATION WITH TWO 100-TON CAPACITY STORAGE
TANKS (4930-TK-124 AND 4930-TK-125) EACH WITH A RETRACTABLE
CO-AXIAL LOADOUT SPOUT (4930-J-132 AND 4930-J-134) DUCTED TO

A FABRIC FILTER MODEL 256-10 TRLOD BAGHOUSE (4932-S-120),
WHICH IS SHARED WITH PERMIT UNITS N-767-20, N-767-23, N-767-73,
AND N-767-75.

N-767-16-6 Miscellaneous 3020-06 1 128.00 128.00 A WAREHOUSE #9 BULK FERTILIZER PELLETS STORAGE OPERATION
CONSISTING OF TWO RECEIVING CONVEYORS (4911-G-127 & 4911G-
128), EIGHT LOADING CHUTES, AND ASSOCIATED INDOOR BULK
STORAGE BUNKERS.

N-767-17-6 Total Electric Motors: 120 hp 3020-01 D 1 379.00 379.00 A BULK FERTILIZER SCREENING AND TRUCK LOADOUT OPERATION
CONSISTING OF ONE HOODED RECEIVING HOPPER, ONE SHAKER
SCREEN (4930-S-104), TWO ELEVATORS (4930-G-117 AND 4930-G-119),
AND SIX TRUCK LOADOUT SILOS (80 TONS EACH) ALL SERVED BY A
MAC PROCESS MODEL 144MCF361 BAGHOUSE LOCATED ADJACENT
TO WAREHOUSE #9

N-767-20-6 Total Electric Motors: 58 hp 3020-01 C 1 239.00 239.00 A FERTILIZER BLEND PLANT - WAREHOUSE #4: DUMP STATION (4932-
TK 219), CHARGE ELEVATOR (4932-G-127), AND A HUMMER SCREEN
(4931-S 119) ALL VENTED TO A FABRIC FILTER MODEL 256-10 PULSE
JET BAGHOUSE (4932-S-120).

N-767-23-6 Total Electric Motors: 53 hp 3020-01C 1 239.00 239.00 A FERTILIZER BLEND PLANT - WAREHOUSE #4: STORAGE AND
LOADOUT OPERATION CONSISTING OF TWO SILOS (4932-TK-223 A&B)
ALL VENTED TO A FABRIC FILTER MODEL 256-10 PULSE JET
BAGHOUSE (4932-S-120).

N-767-24-5 Miscellaneous 3020-06 1 128.00 128.00 A WAREHOUSE #4, BULK STORAGE

N-767-25-4 Total Storage Capacity: 8,977 Gallons 3020-05 B 1 113.00 113.00 A 1,200 CUBIC FEET STORAGE SILO (4932-TK-201) SERVED BY A DUST
COLLECTOR (4932-S-102) LOCATED WEST OF WAREHOUSE #4.

N-767-26-4 Total Storage Capacity: 14,961 Gallons ~ 3020-05 B 1 113.00 113.00 A 2,000 CUBIC FEET STORAGE SILO (4932-TK-202) SERVED BY A DUST
COLLECTOR (4932-S-102) LOCATED WEST OF WAREHOUSE #4.

N-767-27-4 Total Storage Capacity: 17,205 Gallons  3020-05 B 1 113.00 113.00 A 2,300 CUBIC FEET STORAGE SILO (4932-TK-203) SERVED BY A DUST
COLLECTOR (4932-S-102) LOCATED WEST OF WAREHOUSE #4.

N-767-28-4 Miscellaneous 3020-06 1 128.00 128.00 A WAREHOUSE #5, BULK LOADING AND UNLOADING.

N-767-32-4 Miscellaneous 3020-06 1 128.00 128.00 A WAREHOUSE #6, RECEIVING AND STORAGE.

N-767-33-4 Miscellaneous 3020-06 1 128.00 128.00 A WAREHOUSE #6, BULK LOADOUT.

N-767-36-9 Total Electric Motors: 15 hp 3020-01 A 1 107.00 107.00 A AMMONIUM HYDROXIDE TRUCK AND RAILCAR LOADOUT SYSTEM

UTILIZING A BALANCE TYPE VAPOR RECOVERY SYSTEM (4923-S-601)
WITH DRY BREAK FITTINGS.
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NORTHERN For Facility=767 and excluding Deleted Permits 2:33 pm

Sorted by Facility Name and Permit Number
FEE FEE PERMIT
PERMIT NUMBER _FEE DESCRIPTION FEE RULE Qry AMOUNT TOTAL STATUS  EQUIPMENT DESCRIPTION

N-767-39-3 Unconfined Abrasive Blasting Operation 3020-06 1 128.00 128.00 A UNCONFINED ABRASIVE BLASTING OPERATION.
N-767-40-3 Unconfined Abrasive Blasting Operation 3020-06 1 128.00 128.00 UNCONFINED ABRASIVE BLASTING OPERATION.
N-767-41-3 Unconfined Abrasive Blasting Operation = 3020-06 1 128.00 128.00 UNCONFINED ABRASIVE BLASTING OPERATION.

N-767-42-3 Unconfined Abrasive Blasting Operation = 3020-06 1 128.00 128.00 UNCONFINED ABRASIVE BLASTING OPERATION.

> > > >

N-767-58-9 16.0 MMBtu/hr Burner 3020-02 H 1 1,238.00 1,238.00 THERMAL TRANSFER CORP START-UP HEATER WITH A COEN MICRO-

NOX 16 MMBTU/HR START-UP BURNER (4919-H-302).

N-767-59-16 30 MMBtu/hr Boiler 3020-02 H 1 1,238.00 1,238.00 A 30 MMBTU/HR JOHNSTON MODEL PFTA 1200-4G2505 NATURAL GAS-
FIRED BOILER WITH A COEN MODEL MICRO-NOX HTE16 BURNER AND
INDUCED DRAFT FLUE GAS RECIRCULATION (4918-B-101).

N-767-60-10 Total Electric Motors: 118.97 hp 3020-01 D 1 379.00 379.00 A FERTILIZER BAGGING OPERATION - WAREHOUSE #7 CONSISTING OF
ONE BEMIS AUTOMATED BAGGING MACHINE (4931-J-180) AND ONE
COMPACTA AUTOMATED BAGGING MACHINE (4931-J-207) EQUIPPED
WITH A WAM MODEL FPVT912VA21725 BAGHOUSE. BOTH BAGGING
MACHINES SERVING THE BULK FERTILIZER HANDLING SYSTEM (N-
767-61) AND THE FERTILIZER BLEND PLANT MIX HANDLING SYSTEM
(N-767-76) ARE VENTED TO A SHARED BAGHOUSE (4931-S-120).

N-767-61-7 Total Electric Motors: 50 hp 3020-01C 1 239.00 239.00 A FERTILIZER PELLET PRODUCTS CONVEYING SYSTEM WITH TWO
VORTEX DIVERTER VALVES AND ASSOCIATED CONVEYORS SERVED
BY A SHARED BAGHOUSE (4931-S-120).

N-767-62-7 Total Electric Motors: 15 hp 3020-01 A 1 107.00 107.00 A CONCRETE MONOLITHIC DOME FERTILIZER STORAGE WAREHOUSE
AND CONVEYING SYSTEM.

N-767-70-6 Total Electric Motors: 63 hp 3020-01 C 1 239.00 239.00 A WAREHOUSE #1: TRUCK AND RAILCAR LOADOUT OPERATION WITH A
DUMP HOPPER, BULK LOADOUT ELEVATOR (4930-G-114), AND TWO
LOADOUT SPOUTS (ONE TRUCK AND ONE RAILCAR). ALL
EQUIPMENT EXCEPT THE LOADOUT SPOUTS IS VENTED TOA JR
SIMPLOT BAGHOUSE (4930-S-115). THIS BAGHOUSE IS SHARED WITH
PERMIT UNITS N-767-13 AND N-767-14.

N-767-71-4 5,590,000 Gallons (746,000 CF) 3020-05 G 1 461.00 461.00 A WAREHOUSE #1 AND #2 BULK STORAGE.

N-767-73-7 Total Electric Motors: 90.5 hp 3020-01C 1 239.00 239.00 A FERTILIZER BLEND PLANT - BULK RECEIVING, SCREENING, AND
STORAGE OPERATION CONSISTING OF A DUMP HOPPER (4932-TK
250); DUMP HOPPER ELEVATOR (4931-G-123); ROTEX MODEL 522A
MMMM DOUBLE-DECK SCREEN (4932-S-118); SILO ELEVATOR (4932-G-
140), SHUTTLE BELT FEED CONVEYOR (4932 G-142); SHUTTLE BELT
CONVEYOR (4932-G-141), AND TWELVE SILOS AND FEEDERS SERVED
BY A FABRIC FILTER MODEL 256-10 TRLOD BAGHOUSE (4932-S-120)
AND A WW SLY BAGHOUSE (4932-S-113).

N-767-74-4 Total Electric Motors: 35 hp 3020-01 B 1 143.00 143.00 A FERTILIZER BLEND PLANT - BAGGED MATERIAL CUT-IN CHARGING
SYSTEM: THREE CUT-IN CHARGERS (4932-G-150, -151, & -152); AND
THREE FEEDERS (4932-J-152, -153, & -154). THE THREE CHARGERS
AND FEEDER 4932-J-154 ARE VENTED TO A SLY, INC. MODEL 68-360
BAGHOUSE (4932-S-113).
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NORTHERN
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Detailed Facility Report
For Facility=767 and excluding Deleted Permits 2:33 pm

Sorted by Facility Name and Permit Number

QTY

FEE
AMOUNT

FEE
TOTAL

PERMIT
STATUS

5/11/21

EQUIPMENT DESCRIPTION

N-767-75-5

N-767-76-4

N-767-77-5

N-767-79-2

N-767-80-2

N-767-81-3

N-767-82-2

N-767-83-1

N-767-87-1

Total Electric Motors: 58 hp

Total Electric Motors: 61 hp

Miscellaneous

Total Electric Motors: 300 hp

Unconfined Abrasive Blasting Operation

183 bhp IC Engine

Unconfined Abrasive Blasting Operation

Total Electric Motors: 900 hp

Total Electric Motors: 201.5 hp

3020-01 C

3020-01 C

3020-06

3020-01 E

3020-06

3020-10 B

3020-06

3020-01 G

3020-01 E

1

239.00

239.00

128.00

495.00

128.00

143.00

128.00

980.00

495.00

239.00

239.00

128.00

495.00

128.00

143.00

128.00

980.00

495.00

A

A

FERTILIZER BLEND PLANT - BULK MIXING AND HANDLING SYSTEM:
BULK SILO CONVEYOR (4932-G-143); CROSS FEED CONVEYOR (4932-
G-144); SILO PURGE BELT (4932-G-149); A BULK MIXER (4932-M-106);
AND A PRODUCT ELEVATOR (4932-G-129) SERVING PERMIT UNIT N-
767-23.

FERTILIZER BLEND PLANT - CONTINUOUS MIXING SYSTEM: MIXER
SILO CONVEYOR (4932-G-145), SILO CROSS FEED BELT (4932-G-146),
SILO INCLINE CONVEYOR (4932-G-147), MIXER FEED CONVEYOR
(4932-G-148); CONTINUOUS MIXER (4932-M-105); AND A MIXER
HOPPER (4932-TK-267) SERVED BY SLY BAGHOUSE (4932-S-113) AND
A PULSE JET BAGHOUSE (4931-S-120).

OUTDOOR MOTOR VEHICLES, MOBILE EQUIPMENT, AND METAL
PARTS COATING OPERATION WITH HVLP SPRAY GUN(S) AND AN
ENCLOSED GUN CLEANER.

UNCONFINED ABRASIVE BLASTING OPERATION WITH A 35 LB. P.K.
LINDSAY COMPANY, MODEL 35W, BLASTING POT.

UNCONFINED ABRASIVE BLASTING OPERATION WITH A 900 LB
SANSTORM MODEL PC-GFM-90 BLASTING POT.

183 BHP JOHN DEERE MODEL 6068T (TIER 2 CERTIFIED) DIESEL-
FIRED EMERGENCY IC ENGINE POWERING A FIREWATER PUMP.

ABRASIVE BLASTING OPERATION WITH A MMLJ INC. MODEL
SANDSTORM HEW BLASTING UNIT AND A 150-LB BLASTING POT.

FUSION AMMONIUM SULFATE NITRATE (FASN) PROCESS INCLUDING
ONE HOPPER EQUIPPED WITH A CAPTURE HOOD (U-100), AN
ENCLOSED SCREEN (S-100), A HOLDING DRUM, ALL VENTED TO A
FLEX-KLEEN DUST COLLECTOR SYSTEM (F-102), CAGE MILL (M-100)
VENTED TO A FLEX-KLEEN DUST COLLECTOR (F-101), A REFILL BIN (U-
101) SERVED BY A CARTRIDGE BIN VENT FILTER (F-103), ONE

FEEDER BIN (U-102) SERVED BY A CARTRIDGE BIN VENT FILTER (F-
104), AN ENCLOSED FEEDER SCREW CONVEYOR (C-102), A FASN MIX
TANK (U-103) VENTED TO THE GRANULATOR (4911-M-101) AND
SCRUBBER SYSTEM LISTED IN PERMIT N-767-11.

FERTILIZER PELLETS CONTROLLED TIME RELEASE COATING
OPERATION CONSISTING OF THE FOLLOWING: (1) RECEIVING FEED
HOPPER, FEED CONVEYOR, FEED ELEVATOR, FEED SCREEN, FLUID
BED HEATER, FLUID BED DISCHARGE ELEVATOR, AND COATER
SURGE FEED HOPPER ALL VENTED TO A MAC PROCESS MODEL
120LST196 BAGHOUSE (4939-S-103); (2) COATER WAX FEEDER,
COATING DRUM, COATER DISCHARGE CONVEYOR, VIBRATORY
FEEDER, COATER ELEVATOR, PRODUCT SCREEN, PRODUCT SURGE
HOPPER, AND BAGGING EQUIPMENT ALL VENTED TO A CAMFIL FARR
APC MODEL FLTR-GS-XG0325 DUST COLLECTOR (4939-S-104). THE
COATING DRUM IS ALSO VENTED TO TWO 180 LB (EACH) ACTIVATED
CARBON CANISTERS CONNECTED IN SERIES AND IS VENTED
THROUGH THE DUST COLLECTOR (4939-S-104).
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FEE FEE PERMIT

PERMIT NUMBER _FEE DESCRIPTION FEE RULE Qry AMOUNT TOTAL STATUS  EQUIPMENT DESCRIPTION

N-767-88-0 145 bhp IC Engine 3020-10 B 1 143.00 143.00 A 145 BHP (INTERMITTENT) CUMMINS INC. MODEL QSB5-G3 TIER 3
CERTIFIED DIESEL-FIRED EMERGENCY STANDBY IC ENGINE
POWERING AN ELECTRIC GENERATOR.

N-767-90-1 25.106 MMBtu/hr 3020-02 H 1 1,238.00 1,238.00 A 25.106 MMBTU/HR CLEAVER-BROOKS MODEL CBLE200-600-250ST
NATURAL GAS-FIRED BOILER WITH A CLEAVER-BROOKS MODEL CBR-
LN(2-PASS) BURNER AND FLUE GAS RECIRCULATION SERVING AS A
TEMPORARY REPLACEMENT EMISSIONS UNIT (TREU) FOR PERMIT
UNIT N-767-59-16.

N-767-91-1 Total Electric Motors: 32.25 hp 3020-01 B 1 143.00 143.00 A FERTILIZER TABLET PRODUCTS MANUFACTURING AND PACKAGING

Number of Facilities Reported: 1

OPERATION CONSISTING OF A PNEUMATIC TRUCK FERTILIZER
PELLETS RECEIVING SYSTEM WITH A 1,884 CU.FT. STORAGE SILO
(4933-TK-101) VENTED TO A CYCLONAIRE MODEL 36-DCC-16 VENT
FILTER (4933-S-103), PRATER MODEL MM-5 MEGA MILL HAMMERMILL
(4933-M-101) AND 5 CU.FT. PRODUCT HOPPER (4933-TK-103) SERVED
BY A VACUUM CONVEYOR VENTED TO A CYCLONAIRE MODEL 36-
VRC-8 VENT FILTER (4933-J-111), 15 CU.FT. WAX BLENDER,
ENCLOSED SCOTT TENDER BLEND MIXER (4933-M-103), ELIZABETH
SCHEU & KNISS SENTRY-23 STATION TABLET PRESS (4933-J-105)
SERVED BY A SHARED BAGHOUSE (4931-S-120). THE BAGHOUSE IS
LOCATED AT WAREHOUSE #7 AND IS SHARED WITH PERMIT UNITS N-
767-60, N-767-61, AND N-767-76.



ATTACHMENT D

Facility Comments and District Responses




Permit Unit N-767-0-5: Facility-Wide Requirements

1. Facility Comment: Condition 41 - 40 CFR Part 68 Requirements

J.R. Simplot Company requests that Condition 41, which requires compliance with 40
CFR Part 68, be updated to the following:

41.

This facility is subject to 40 CFR part 68. The facility shall submit a risk
management plan (RMP) to the appropriate agencies by the dates specified in
40 CFR 68. The facility shall certify compliance with these requirements as part
of the annual compliance certification as required by 40 CFR part 70. [40 CFR
Part 68] Federally Enforceable Through Title V Permit

District Response:

The District has discussed the requested change with EPA. Based on the
recommendation of EPA, Condition 41 of Permit Unit N-767-0-5 has been updated to
the following:

41.

This facility is subject to 40 CFR part 68. The facility shall submit a risk
management plan (RMP) and all other required documentation to the appropriate
agencies by the dates specified in 40 CFR 68. The facility shall certify compliance
with these requirements as part of the annual compliance certification as required
by 40 CFR part 70. [40 CFR Part 68] Federally Enforceable Through Title V
Permit

Permit Unit N-767-1-15: AMMONIUM SULFATE PLANT CONSISTING OF AN

AMMONIUM SULFATE SATURATOR/CRYSTALLIZER, CENTRIFUGE SYSTEM,

SLURRY TANKS, FINES DILUTION OPERATION, AND A RECLAIM TANK ALL

VENTED TO A SCRUBBER (4913-S-103)

1. Facility Comment: Condition 14 - Allow Alternative Method approved by EPA and
APCO for Measurement of Particulate Matter Concentrations

Please include “or an alternative method approved by EPA and the APCO” in
Condition 14.



District Response:

Condition 14 of Permit Unit N-767-1-15 has been updated as follows to allow use of
an alternative method approved by EPA and the APCO as allowed by per 40 CFR
60.8(b):

14. Source testing to measure the concentration of particulate matter shall be
conducted using EPA Method 5 or an alternative method approved by EPA and
the APCO as per 40 CFR 60.8(b). [District Rule 4201 and 40 CFR 60.424]
Federally Enforceable Through Title V Permit

Permit Unit N-767-9-23: SULFURIC ACID PRODUCTION PLANT CONSISTING OF A
SULFUR FURNACE, TWO CONVERTERS, SIX WASTE HEAT RECOVERY BOILERS,
A DRYING TOWER WITH AN ENTRAINMENT SEPARATOR, AN INTERSTAGE
ABSORPTION TOWER WITH A MIST ELIMINATOR, A FINAL TOWER WITH A MIST
ELIMINATOR, 15.0 MMBTU/HR ZEECO USA LLC MODEL GB-8 NATURAL GAS-
FIRED FURNACE IGNITER BURNER (4919-H-304), AND ASSOCIATED EQUIPMENT

1. Facility Comment: Condition 29 - Allow Alternative Method approved by EPA and
APCO for Measurement of Concentrations of Oxides of Sulfur

Please include “or an alternative method approved by EPA and the APCQO” in Permit
Condition 29.

District Response:

Condition 29 of Permit Unit N-767-9-23 has been updated as follows to allow use of

an alternative method approved by EPA and the APCO as allowed by US EPA

Consent Decree Case 1:15-cv-00562-CWD (12/03/15):

29. Source testing to measure concentrations of oxides of sulfur shall be conducted
using EPA Method 8 of 40 CFR Part 60, Appendix A or an alternative method
approved by EPA and the APCO. [District Rule 1081 and Consent Decree]
Federally Enforceable Through Title V Permit

2. Facility Comment: Condition 43: Reduce Required Visible Emissions Monitoring
Frequency from Weekly to Quarterly

Update visible emissions monitoring required in Condition 43 from weekly to quarterly.
District Response:

Permit Unit N-767-9 is a sulfuric acid plant that uses absorption towers that effectively
act as wet scrubbers to recover SOs from the exhaust of the sulfuric acid plant. The



District’s standard approved Title V Monitoring, Reporting, and Recordkeeping (MRR)
Requirements for units served by scrubbers specify weekly monitoring. In addition,
there is a great deal of potential variability in operation of scrubbers. EPA has indicated
that “Wet scrubbing systems are susceptible to several operating problems, especially
if the pressure differential, liquid flow, and gas flow are not kept relatively constant.
Common problems include: low gas flow rate; low liquid flow rate; condensation of
aerosols in the system; poor liquid distribution; use of liquid with high pollutant
concentration; tray/plate collapse; air in-leakage; pollutant re-entrainment;
freezing/pluggage of lines; and scaling.” (See: https://www.epa.gov/air-emissions-
monitoring-knowledge-base/monitoring-control-technique-wet-scrubber-gaseous-
control)

Because of the variability and potential problems related to operation of scrubbers,
weekly monitoring better assures ongoing compliance with the emission limits
required by the permit for this operation and the EPA consent decree. Therefore, the
requirement for weekly monitoring of visible emissions will be maintained at this time.

Permit Unit N-767-17-7: BULK FERTILIZER SCREENING AND TRUCK LOADOUT
OPERATION CONSISTING OF ONE HOODED RECEIVING HOPPER, ONE SHAKER
SCREEN (4930-S-104), TWO ELEVATORS (4930-G-117 AND 4930-G-119), AND SIX
TRUCK LOADOUT SILOS (80 TONS EACH) ALL SERVED BY A MAC PROCESS
MODEL 144MCF361 BAGHOUSE LOCATED ADJACENT TO WAREHOUSE #9

1. Facility Comment: Conditions 17 & 18 - Update “Dust Collector” to “Baghouse”
Please update “dust collector” to “baghouse” in Permit Conditions 17 and 18.
District Response:

The wording of conditions 17 and 18 have been updated as requested to state
baghouse rather than dust collector.

2. Facility Comment: Delete Condition 19
Delete Condition 19 as it is duplicative with new Condition 18.
District Response:
Condition 19 of Permit Unit N-767-17-7 includes a reference to District Rule 2201, the
District's New Source Review (NSR) rule. Because the condition is an NSR condition,
it cannot be deleted during the renewal of the Title V permit. However, Condition 18

has been updated as follows to remove the reference to records of baghouse
maintenance since this is already included in Condition 19.



18. Records of baghouse inspections and repair shall be maintained. The records
shall include identification of the equipment, date of inspection, corrective action
taken, and identification of the individual performing the inspection. [District Rule
2520, 9.4.2] Federally Enforceable Through Title V Permit

Permit Unit N-767-83-2: FUSION AMMONIUM SULFATE NITRATE (FASN) PROCESS
INCLUDING ONE HOPPER EQUIPPED WITH A CAPTURE HOOD (U-100), AN
ENCLOSED SCREEN (S-100), A HOLDING DRUM, ALL VENTED TO A FLEX-KLEEN
DUST COLLECTOR SYSTEM (F-102), CAGE MILL (M-100) VENTED TO A FLEX-
KLEEN DUST COLLECTOR (F-101), A REFILL BIN (U-101) SERVED BY A
CARTRIDGE BIN VENT FILTER (F-103), ONE FEEDER BIN (U-102) SERVED BY A
CARTRIDGE BIN VENT FILTER (F-104), AN ENCLOSED FEEDER SCREW
CONVEYOR (C-102), A FASN MIX TANK (U-103) VENTED TO THE GRANULATOR
(4911-M-101) AND SCRUBBER SYSTEM LISTED IN PERMIT N-767-11

1. Facility Comment: Delete Condition 17
Delete Condition 17 as it is duplicative with new Condition 19.
District Response:

Condition 17 of Permit Unit N-767-83-2 includes a reference to District Rule 2201, the
District’'s NSR rule. Because the condition is an NSR condition, it cannot be deleted
during the renewal of the Title V permit. However, Condition 19 has been updated as
follows to remove the reference to records of bin vent filter and dust collector
maintenance since this is already included in Condition 17.

19. Records of dust collection system and vent filter inspections and repair shall be
maintained. The records shall include identification of the equipment, date of
inspection, corrective action taken, and identification of the individual performing
the inspection. [District Rule 2520, 9.4.2] Federally Enforceable Through Title V
Permit



Permit Unit N-767-87-2: FERTILIZER PELLETS CONTROLLED TIME RELEASE
COATING OPERATION CONSISTING OF THE FOLLOWING: (1) RECEIVING FEED
HOPPER, FEED CONVEYOR, FEED ELEVATOR, FEED SCREEN, FLUID BED
HEATER, FLUID BED DISCHARGE ELEVATOR, AND COATER SURGE FEED
HOPPER ALL VENTED TO A MAC PROCESS MODEL 120LST196 BAGHOUSE
(4939-S-103); (2) COATER WAX FEEDER, COATING DRUM, COATER DISCHARGE
CONVEYOR, VIBRATORY FEEDER, COATER ELEVATOR, PRODUCT SCREEN,
PRODUCT SURGE HOPPER, AND BAGGING EQUIPMENT ALL VENTED TO A
CAMFIL FARR APC MODEL FLTR-GS-XG0325 DUST COLLECTOR (4939-S-104).
THE COATING DRUM IS ALSO VENTED TO TWO 180 LB (EACH) ACTIVATED
CARBON CANISTERS CONNECTED IN SERIES AND IS VENTED THROUGH THE
DUST COLLECTOR (4939-S-104)

2. Facility Comment: Delete Condition 31
Delete Condition 31 as it is duplicative with new Condition 35.
District Response:

Condition 31 of Permit Unit N-767-87-2 includes a reference to District Rule 2201, the
District’'s NSR rule. Because the condition is an NSR condition, it cannot be deleted
during the renewal of the Title V permit. However, Condition 35 has been updated as
follows to remove the reference to records of baghouse and dust collector
maintenance since this is already included in Condition 31.

35. Records of baghouse and dust collection system inspections and repair shall be
maintained. The records shall include identification of the equipment, date of
inspection, corrective action taken, and identification of the individual performing
the inspection. [District Rule 2520, 9.4.2] Federally Enforceable Through Title V
Permit



